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ELECTRONIC SOLDERING EQUIPMENT: PREVENTATIVE MAINTENANCE RECORD

 WEEKLY 
     Inspect equipment for damage and cleanliness. 
MONTHLY 
     Verify soldering iron and solder extractor tip voltages and resistance. 
 � Turn unit on and allow to heat to operating temperature. 
 � Clean off tip of soldering iron. Place small amount of fresh solder on tip. 
 � Use VOM to measure from hard ground to tip. Voltage should be less than 2mv. Resistance should be less than 5�. 
 � Repeat test for solder extractor. 
     Verify vacuum (PRC and MBT units only). 
 � Connect pressure / vacuum gauge to the vacuum port of the unit. 
 � Actuate pump. Acceptable measurement, minimum 16in. Hg. 
 � Connect pressure / vacuum gauge to the pressure port of the unit. 
 � Actuate pump and rotate Pressure control knob until a minimum measurement of 4 psi is indicated.
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 WEEKLY
     Inspect equipment for damage and cleanliness.
MONTHLY
     Verify soldering iron and solder extractor tip voltages and resistance.
  Turn unit on and allow to heat to operating temperature.
  Clean off tip of soldering iron. Place small amount of fresh solder on tip.
  Use VOM to measure from hard ground to tip. Voltage should be less than 2mv. Resistance should be less than 5.
  Repeat test for solder extractor.
     Verify vacuum (PRC and MBT units only).
  Connect pressure / vacuum gauge to the vacuum port of the unit.
  Actuate pump. Acceptable measurement, minimum 16in. Hg.
  Connect pressure / vacuum gauge to the pressure port of the unit.
  Actuate pump and rotate Pressure control knob until a minimum measurement of 4 psi is indicated.
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